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Issued Friday, August 25, 2023. 
Number of pages: 1 
 
Clarifications to Previously Issued Addendum #1: 
 
1. Reference wall types for A-0, A-1 and A-2: 

1. Refer to the sound insulation for the Lift on A-9 hoistway shaft 
details.   

2. Reference A-11 Misc.Schedules: 
1. Hardware Schedule: for item 4., doors 02,16,17, Yale AU 

YLP02 privacy indicator locksets are considered equal to  
 The specified VIZOLOC. 
2. Note that the new locksets are to be keyed under the existing 

Sargent master key system where possible. 
3. Reference AR-SK#1, 2 of 2 pages: 
 1. Delete all references to galvanized handrails for exterior ramp  

and stairs. All handrails to be 1 ½” dia. stainless steel (similar  
to the interior stairs). 

 2. Include an EPDM safety surface to the entire ramp surfaces  
and exterior steps, as supplied by Creative Gardening &  
Landscapes. Contact Keith Doiron 902 629-9273.  
Email:keith@creativegardening.ca 
Include ½ ptw plywood underlay over the 2x6 ptw deck.  

 
Specifications and Drawings Addendum # 2 
1. General Specifications, GS-3, Division 07, Thermal & Moisture Protection: 
 1. For Item 2.4., note that Delta-Vent SA Air/Water barrier is considered as  

equal to the specified Product for exterior walls. 
2. Reference A-7, A-8, A-9 and Finish Schedule: 

1. Note that the following upper rooms (200, 201, 202, 203, 205, 206)  
require 6” of Rockwool Safe’n’Sound stone wool sound insulation  
(14kg/m3) between the floor joists. For these areas, use RC-1 resilient  
channel @ 24” c/c in lieu of 1” x 4” wood strapping for the fire rated  
gypsum board ceiling drywall attachment (refer to Typ. Wall Section on  
A-7 and the Finish Schedule for suspended ceilings below.  

 
Mechanical and Electrical 
 
1. No items this Addendum #2  


